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Configuration Form 

    Date __________________________
 

    

Reference # __________________  Quote# __________________________ 

Instructions:  Complete this form to describe your requirements for a Seal Cut.  This information will be used to match 
the Seal Cut to the line and application.  Use one (1) form per seal cut unit.  If you have any special considerations, 
please note them on the drawing below or under special instructions. 

1. Company Name: ___________________________   Contact: ___________________________________

2. Address: _________________________________ City, State, Zip:______________________________

3. Phone: __________________________________ FAX: _____________  Email:___________________ 

4. Line Number: _____________________________ Installation City: _____________________________ 

5. Final Product Produced (bags on rolls, bags in boxes, etc.) ________________________________

Line Configuration 

6. To help us properly configure the seal cut unit, we need to understand the proposed placement or location of the seal-cut
within the production line.  Starting with the first NIP roll, identify each in-line operation to the end of the production line. 

 

    

Thickness 

(inches) 

Max Line 

Speed  (FPM)

Blends 

Used 

    .0005 - .001 

.0015 - .002 

.0025 - .003 

.0035 - .004 

.0045 - .005 

.0055 - .006 

.0065 - .007 

.0075 - .008 

Blend Table 

ID Resin* % Melt Index 
1 (example) LL 70 2.25 

SEAL CUT 

*Resin Codes

LL – Linear Low 
Density 
LD = Low Density 
mL = Metallocene 
PA = Nylon 

Example: 40%LL / 
60%LD 

   Driven 
  Nip Roll? 

1. Primary Nips

2. ______________

3. ______________

4. ______________

5. ______________

Seal-Cut 

Final 
Product 

   Driven  
 Nip Roll? 

______________  

______________ 

______________ 

______________ 

______________ 

7. Fill out the blend table.  Then select the thickness ranges of your film, the maximum line speed and each individual
blend ID you plan to use.

6. 

  7. 

 8. 

 9. 

10. 

Primary 
Nips 

Indicate where you propose to place the Seal Cut. 
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Special Instructions 

_____________________________________________________________________________________

_____________________________________________________________________________________

_____________________________________________________________________________________

_____________________________________________________________________________________ 

32 32

Seal Head Configuration and Spacing 

Use this table to show the required spacing for each seal head 

8. Draw in the position(s) of each seal head and indicate the distance(s) for each configuration you will use.

Configurations

B1


B2

B3


B4


B5

Example:  One cut in the center with a 64” face width

Face Width: _____ 
(Options are 40” to 100” 
in increments of 4”) 

Face Width  _64_ 

Line Speed (Feet per Minute): ___________________________ 

End Product: __________________________________________

Seal Stations: _____ 
(1 - 3 seals per web)  

Arrange a seal trial of your film

To prepare for a sealing trial of your film on the DRJ Seal-Cut at the DRJ Lab in Arlington, Texas, USA, send 
two (2) sample rolls each of your most important or challenging films, freight prepaid, and email your intent 
along with shipment weight, dimensions, and a completed form to sales@drjosephinc.com

Shipments should be sent to: 
D.R. Joseph, Inc.,
ATTN: Dan or Trevor
921 W. Harris Rd.
Arlington, TX 76001, USA.

For each set (up to three sets of two rolls), provide final application thickness, sealing line speed, and layer 
percentage (if co-ex). The first roll is used for setup and testing, and the second is sealed for your review. If 
available, also send 10–20 samples of film sealed by traditional methods for comparison. Return freight is to 
be prepaid by customer. 

Rolls must meet the following specs: 
•Maximum layflat width of 19" (480mm)
•C-Fold or Tubing format
•Roll diameters between 12” (305mm) and 20” (500mm)
•3” (76.2mm) core size
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